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secutex coating 
Lifting straps for extreme loads 

There are many advantages in using textile lifting 
accessories such as lifting straps and round 
slings: low dead weight, high load capacities, 
easy handling, adapts perfectly to the load, 
limited risk of injury for the user, etc. The com-
bination with cut-resistant secutex allows these 
advantages to be used when lifting sharp-edged 
loads. 

secutex is an incredible polyurethane elastomer 
with particular physical and chemical properties: 

high structural integrity 
secutex is extremely cut- and wear-resistant. 
It has incredibly high structural strength in 
comparison with other chemical materials. This 
means that the polyurethane elastomer can, for 
example, be stretched to 500% of its original 
length without tearing.

Protects the load 
Compared with regular rubber, secutex has 
significantly greater elasticity - even in the event 
of extreme temperature fluctuations. secutex-
coated lifting straps adapt to the load softly and 
flexibly, increasing the radius of critical edges. 
The lifting forces generated there are transferred 
and distributed. This means that the sensitive 
load remains undamaged.

Extreme wear resistance 
secutex is very long-lasting. The coating protects 
the textile lifting strap from rough surfaces.
The closed surface keeps foreign particles, 
liquids and chemicals out and prevents them from 
destroying the strap from the inside. The textile 
fibres of the lifting strap remain undamaged.

Sustainably stable 
No shrinking, no creasing. secutex keeps its sha-
pe even under intensive use and can be easily slid 
under the load. The secutex protective sleeves 
keep their length, reliably protecting the textile 
lifting accessory against the „sharp edges“. 

Secutex-Prallschutz
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secumove 

01.3  SECUTEX PROTECTIVE HOSES 

The new patent-protected secumove coating 
combines the advantages of a protective sleeve 
with tsleeve of a fixed coating. The protective 
secutex coating is firmly attached to a loop of 
the lifting strap. The other end of the lifting strap 
slides freely through the sleeve and is used to 
equalise the lengths. secumove thereby ensures 
that there is no movement over „sharp edges“.

No movement, no wear: if nothing moves, 
there can be no wear. The service life of the 
newly-developed secumove coating is therefore 
significantly increased, even when used with 
rough loads. 

secumove is optionally also available with the 
proven metal plate reinforcement for „super-
sharp edges“. For these heavy loads, we recom-
mend specialist on-site advice.

Important areas of application are, for example, 
the careful lifting of load-bearing trusses or sheet 
packages and coils. secumove is not suitable for 
turning.

The advantages
 - Lifting strap and protective sleeve are firmly  
 connected 

Optional
 - Various surfaces available
 - SF-1 version {FS1

Fixed protective sleeve with movable fixed coating

secumove [side view]: fixed protective sleeve stops itself from being pulled off during lifting 

Contact side of the protective sleeve 

Reverse side 

Sewn lifting strap 

secutex protective sleeves

secumove 



139138

Technical changes reserved. All rights reserved. No part of the catalogue may be reproduced in 

any form (print, photocopy, or other process) without written permission or processed, copied or 

distributed using electronic systems. This catalogue has been drawn up with due diligence; 

SpanSet-secutex assumes no liability for errors or omissions.

D01–Main–Heben–1–08/14, 2014 SpanSet-secutex GmbH, Germany

www.secutex.com



140

SpanSet-secutex
Sicherheitstechnik GmbH
Am Forsthaus 33     
52511 Geilenkirchen
Germany
Tel  +49 (0) 24 51 48 45 73 - 0     
Fax +49 (0) 24 51 48 45 73 - 119 
info@secutex.de     
www.secutex.de

 Your SpanSet-secutex works representative




