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secutex edge protector 

If the load has sharp edges or has a rough 
surface, suitable abrasion or edge protection 
must be used. secutex edge protectors are easy 
to handle and flexible to use. The optional version 
with magnets means that the edge protectors are 
easy to place on magnetic loads. Furthermore, the 
secutex edge protection drastically extends the 
lifespan of the load lifting accessory.

When attaching with chains or cables, the 
surfaces and edges of the load must also be 
considered as „sharp edges“ as they can result in 
damage to the lifting cable.
A „sharp edge“ exists whenever the edge radius 
(„r“) is smaller than the Diameter („t“) of the 
cable or the chain. 

secutex edge protectors provide protection for 
the load and lifting accessory. secutex consists 
of an incredible polyurethane elastomer with 
particularly-impressive physical and chemical 
properties: 

High structural performance 
As opposed to other chemical products, secutex 
offers extreme tear-resistance. This means that 
the secutex material can be stretched to 500% of 
its original length without tearing.

Exceptional elasticity 
In comparison with regular rubber, secutex offers 
significantly higher elasticity. Even under extreme 
temperature fluctuations - secutex remains 
elastic.

Extreme wear resistance
secutex is almost impossible to break down. 
In terms of resistance to wear through water, 
secutex is better than many metals.
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secutex turning mat 
secuPad

When no fixed installations such as turning tables 
are available, coils and large items of machinery are 
generally turned using a secutex protective sleeve. 
During this turning procedure, the lower edge of the 
load „rolls“ on the ground. On a smooth surface, the 
heavy load may slip away uncontrollably. Damage 
to valuable components is often unavoidable.

The secutex turning mat is slip-resistant on a dry 
surface. The elastic secutex is extremely cut-and 
abrasion-resistant, and the broadcloth reinforce-
ment prevents the mat from stretching.
With a thickness of 30 mm or 50 mm, the secutex 
turning mat is the optimal solution even for heavy 
loads and „sharp edges“.

The advantages
- No uncontrolled slipping
- Extremely cut-resistant 

Optionally available
- Surface structure for oily and wet loads or  
 surfaces
- As a floor covering for a turning spot

secutex turning mat 

Prevents uncontrolled slipping

secutex turning mat [cross-section through the turning mat]: 
extremely wear-resistant surface for turning 

When lifting machinery components, there are 
always edges and surfaces which are insuffici-
ently protected by regular edge protectors and 
protective sleeves. Textile load lifting accessories 
cannot always be used as the cables or chains 
being used press against the load with extreme 
pressure. Damage to the often expensive and 
highly-machined components can often not be 
avoided, and the edges must be re-worked at 
great cost.

The secuPad is DIN A4 size and can easily be 
placed at critical locations by hand. It consists of 
multiple textile layers joined together on every 
size and adapts flexibly to even difficult contours. 
The surface is coated in Powerflex and protected 
against abrasion and the penetration of shavings 
and lubricants.

The advantages
- Easy to position by hand
- For rough surfaces
- Extremely wear-resistant 
- Sealed surface
- Well-suited to operations in dirty areas
- Easy to clean 

secuPad

The handy edge protector

secutex turning mat 
secuPad
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