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secutex coating 
Lifting straps for extreme loads 

There are many advantages in using textile lifting 
accessories such as lifting straps and round 
slings: low dead weight, high load capacities, 
easy handling, adapts perfectly to the load, 
limited risk of injury for the user, etc. The com-
bination with cut-resistant secutex allows these 
advantages to be used when lifting sharp-edged 
loads. 

secutex is an incredible polyurethane elastomer 
with particular physical and chemical properties: 

high structural integrity 
secutex is extremely cut- and wear-resistant. 
It has incredibly high structural strength in 
comparison with other chemical materials. This 
means that the polyurethane elastomer can, for 
example, be stretched to 500% of its original 
length without tearing.

Protects the load 
Compared with regular rubber, secutex has 
significantly greater elasticity - even in the event 
of extreme temperature fluctuations. secutex-
coated lifting straps adapt to the load softly and 
flexibly, increasing the radius of critical edges. 
The lifting forces generated there are transferred 
and distributed. This means that the sensitive 
load remains undamaged.

Extreme wear resistance 
secutex is very long-lasting. The coating protects 
the textile lifting strap from rough surfaces.
The closed surface keeps foreign particles, 
liquids and chemicals out and prevents them from 
destroying the strap from the inside. The textile 
fibres of the lifting strap remain undamaged.

Sustainably stable 
No shrinking, no creasing. secutex keeps its sha-
pe even under intensive use and can be easily slid 
under the load. The secutex protective sleeves 
keep their length, reliably protecting the textile 
lifting accessory against the „sharp edges“. 

Secutex-Prallschutz
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Surface structure 

Surface structure 
Various standard surfaces 
In its standard version, secutex protective sleeves 
and fixed coatings are already produced with 
various surfaces. secutex-coated lifting straps 
with perfectly-adapted surfaces are very suitable 
for use under the influence of water, ice and oil.

The combination of convex and concave 
structures on the surface provides drainage and 
maintains the friction connection with the load.
Liquid substances can flow through the channels 
in the surface while the load lies securely in the 
lifting strap.

Individual contours and surfaces 
secutex is poured. This manufacturing process 
has many advantages since many different forms 
and structures can be created.

Our own in-house construction and CNC-assisted 
mould design and construction, together with our 
application technicians, allow us to create the 
perfect solution for every lifting situation.
This means, for example, that the surface of the 
lift in strap can have hold points or mirror the 
contours of the corresponding load. The item 
carried in the lifting strap is cradled perfectly.

In comparison with purely textile protective 
sleeves, secutex protective sleeves and fixed 
coatings remain stable under load and maintain 
their surface properties.

For every physical environment

01.1 SECUTEX COATING

Smooth 
With the smooth secutex surface, the load is in 
contact with the entire surface.
In dry conditions, this offers maximum friction lo-
cking and provides maximum slippage prevention.

Rough 
This surface is slightly ground.
It is used when the contact side comes into 
contact with limited amounts of fluid, but remains 
predominantly dry. The rough surface remains 
slip-resistant throughout.

Herringbone 
More than „Rough“, this surface allows fluids to 
flow away. The almost identical ratio of ridges to 
vales maintains the high friction lock on the load.

Pyramid 
With this pattern the load is only in contact with 
the point. This allows large amounts of fluid to 
drain away quickly without interrupting the contact 
between the attachment side and the load.

Wave and Miniwave 
Large, wave-shaped indentations allow the load 
to hook into the lifting strap.
This version is, for example, frequently used as a 
transport strap for turning crossbeams.
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